OPERATING VOLTAGE—- 75KVDC & 100KVDC
DESIGNED FOR USE IN OIL OR INSULATING GREASE
UL LABELED, CATEGORY ZQQF2, FILE # E204948

6X04.5
(0.177)
| |._3X8.13 £0.13
(.320 £.005)
COUPLING NUT, 2.5-20-2A
18 .
129 205 B (?152 :.c?osz)
(5079 +.020) ] 20.62+0.03 620.62+0.03 920.02+0.03
< ® (0.812+.001) (2.812+.001) (¢.788+.003)
= A
[
58
L ‘ 017.4 +.03
2.685 +.001
STYLE A T » ‘ :
36.8 +0.01
FOR ALL CABLE T @S0 T T ) T(1.449 +.004)
TYPES, 75 & 100KV °’-37§ +.008)
T
]
HARD ELBOW i
3 4 4 EQUAL
3X 83.96 +.03
(0.156 £.001)
(T T EQ. SP. AS SHOWN
—_—— ————— (REMOVABLE)
MATING
STYLE B . VOLTAGE |CONDUCTORS| CABLE P/N [RECEPTACLE P/N
100KV CABLE TYPE ONLY T = 75 KVDC 3 2214 1881
75 KVvDC 4 2226 1881
Z ' 100 KvDC 3 22le 1880
HARD GRIP 100 KvDC 4 2213 1881
100 KVDC | 4 EQUAL 2171 1882
(T T 100 KVDC S 2171 S$31020
1. END STYLES MAY BE MIXED AND MATCHED
WITHIN CABLE CONSTRAINTS AS SHOWN.
2. ALL ASSEMBLIES INCLUDE GASKETS FOR FULL KEY (STANDARD
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CUT KEY WITH SQUARE GASKET OPTIONAL (SEE BELOW)
75KV CABLE TYPE ONLY

ZFLEXIBLE GRIP

REMOVABLE TO RELEASE
COUPLING NUT AND PASS
THRU 040.0 (61.58) CHASSIS HOLE
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